
PRODOTTO/PRODUCT: POLY 2200 VERSIONI/VERSION: VD

Data/Date: 09/05/2024    Rev.:00      Note:

81.4573.00.2 (x16)(from 02/20)
62.0040.31.2 (Buna-N)(x4) ■

OUT

80.3209.10.2 (x2)

 IN 

(LOXEAL 54-03)

84.3760.00.2 (x6)

28.0021.61.2 (x2)

80.1369.00.2

(40Nm-29.5Lbft)

◊

81.2846.00.2

28.0003.09.2

98.0047.76.2 (x2)

80.2143.10.2 

(40Nm-29.5Lbft)

84.3845.00.2 (x16)
86.4068.50.2 (x16)

86.3276.05.2 (x6)

83.8260.20.2 (x16)(from 02/20)

84.3710.00.2 (x4)

⌂63.9800.97.3 (polipropilene) (opt.) (x8) 

28.9905.97.3 (AISI 316) (x8) 
○28.9809.97.3 (AISI 303) (opt.) (x8) 

80.3314.50.2 (x8) (Viton) ◘

28.0229.32.2 (x4)

⌂ ◊80.3314.00.2 (x8) ▲● ■▼♦  ○ 

80.3209.30.2 (x4) (Viton) ◘
⌂ ◊

(25Nm-18.4Lbft)
62.9811.97.3 (x4)

 ○ 80.3209.40.2 (x4) 

62.0040.37.2 (Pentax)(x4) ♦

80.3219.15.2(Viton)◘ 

85.2006.70.2 (x4)

80.0021.00.2 (x8)

28.0033.11.2 (x4)

62.0019.01.2 (x4)

62.0040.36.2 (HPS)(x4) ▼

(40Nm-29.5Lbft)

82.4066.00.2

80.3209.00.2
14.0117.32.2

84.3585.00.2 (x2)

86.3694.65.2

(5Nm-3.7Lbft)

14.0116.32.2

41.0017.31.2

28.0144.32.2

80.3219.15.2(Viton)◘ 
80.3219.10.2 

27.0035.32.2

81.4580.50.2 (x4)

86.2168.00.2 (x2)

23.0094.33.2 (Viton) ◘

10.0041.31.2 ●▲■▼◘ ♦

62.0018.09.3 (x4)

86.1609.00.2

86.1611.00.2

23.0094.31.2 ●▲■▼♦

(10Nm-7.4Lbft)11.0183.32.2 (PP)
86.2852.00.2 (x4)

(10Nm-7.4Lbft)

80.3206.00.2

85.2720.00.2

62.0040.33.2 (Viton)(x4) ◘

80.3219.50.2 (x8) (Viton) ◘
◊80.3255.00.2 (x8) 

(LOXEAL 24-18)

25.0217.51.2(x8)

83.5089.00.2

80.3219.00.2

(5Nm-3.7Lbft)
80.2577.10.2

84.0565.00.2 (D.32-1.25")(opt.)

82.0067.50.2

84.3685.40.2 (x16)

84.0560.00.2 (D.30-1.18")(opt.)
84.0542.40.2 (D.25-1")

(10Nm-7,4Lbft)
86.2951.05.2 (x16)(before 02/20)

(15Nm-11Lbft)

28.0157.32.2 (x3)

28.0159.32.2

28.0156.32.2 (x3)

28.0158.32.2

84.3685.40.2(x4)

84.0610.00.2 (90°, D.50-1,96")

82.0120.00.2 

84.1643.00.2 (straight, D.50-1,96")

(22Nm-16.3Lbft)

62.0040.00.ADS (std.) (Duramax)(x4)▲
62.0040.00.A (Desmopan)(x4) ●

84.0596.00.2 (90°, D.45-1,77")(std.)
84.1642.80.2 (straight, D.45-1,77")

86.2682.50.2(x4)

62.0025.32.2 (x4)

80.3219.10.2 
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▲          ●          ■        ▼        ◘        ♦        ○                      ⌂        ◊   

  

VD

86.2562.20.2(x4)
(22Nm-16.3Lbft)

98.0108.09.298.0110.72.2 ◊

80.2143.10.2 ◊

81.2867.00.2

28.0027.09.2(x2)

62.0024.26.2

24.3115.97.3

86.2752.50.2 (x4)
(12Nm-8.8Lbft)

81.4573.00.2 (x4) 11.0004.09.2 (aluminum)

80.3213.00.2

23.0041.31.2 ●▲■▼♦*
23.0041.33.2 (Viton)◘*

86.1608.50.2

*per pompe con calotta accumulatore in alluminio (fino a 01/19)
*for pumps with aluminum ballaster cover (before 01/19)

OLD VERSION (before 01/19)

31.1468.32.2 (L=135)
31.1482.32.2 (L=180)

MATERIALE - METERIAL DURAMAX DESMOPAN BUNA-N HPS VITON PENTAX INOX 303 INOX 316 PP VD
STD. - OPT. STD. OPT. OPT. OPT. OPT. OPT. OPT. STD. OPT.

CODICE - CODE 28.9887.97.3DS*
28.9887.97.ADS

28.9887.97.3*
28.9887.97.A

28.9886.97.3*
28.9886.97.A

28.9888.97.3*
28.9888.97.A

28.9889.97.3*
28.9889.97.A

28.9897.97.3*
28.9897.97.A

28.9885.97.3 28.9906.97.3 28.9884.97.3 28.9883.97.3

COMPONENTI
COMPONENTS

KIT VALVOLE -VALVES KIT KIT POMPA - PUMP KITKIT MEMBRANE - DIAPHRAGMS KIT
OLIO - OIL

PRESSIONE DI LAVORO 
OPERATING PRESSURE

2 ÷ 5 5÷10 10 ÷ 20 20 ÷ 50

ACCUMULATORE 2 2÷5 5÷7 6÷8

INFORMAZIONI UTILI - USEFUL INFORMATION 
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL 

OPTIONAL
FRONT

SAFETY VALVE


