
PRODOTTO/PRODUCT: STRIP VERSIONI/VERSION: VA-DE-DT4-12VDC

Data/Date: 14/05/2024    Rev.:00      Note:

94.7301.97.3 (VA-DE-DT4)
94.7300.97.3 (12VDC mod. 15/15)
94.7302.97.3 (12VDC mod. 9/10)
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11.0183.32.2

86.1609.00.2

86.1611.00.2

86.2852.00.2 (x4)

10.0040.31.2 

86.2796.00.2 (x4(VA) - x8)
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□◊Δ

11.0015.01.2

84.3685.00.2 (x8)
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□◊Δ
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86.1929.00.2
[5Nm-3.7Lbft]

11.0004.09.2
[22Nm-16.2Lbft]
86.2730.00.2 (x4)86.1608.50.2

BEFORE 03/2019

11.9838.97.3 (12VDC mod.15/5)



PRODOTTO/PRODUCT: STRIP VERSIONI/VERSION: VA-DE-DT4-12VDC

  

DE DT4VA

Data/Date: 14/05/2024    Rev.:00      Note:

■                                  ○                            □        ◊          Δ

12VDC

80.6436.00.2

80.1185.00.2

80.2100.00.2 11.0131.42.2

11.0162.61.2

□

86.2345.00.2 (x4)
[10Nm-7.4Lbft]

80.2153.00.2 11.0156.42.2

11.0155.09.2

◊

86.2405.10.2 (x4)
[10Nm-7.4Lbft]

◊

11.0157.42.2 (15mm)
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04.0329.09.2

11.0158.42.2 (5/8")

80.6445.00.2 (15mm)

86.2355.00.2 (x4)

80.2125.50.2 (15mm-5/8") ◊

86.2566.00.2 (x4)
[22Nm-16.2Lbft]

86.2166.00.2(x4)

84.3800.50.2 

81.4542.00.2(x4)

83.2008.50.2 (15/15)

11.0129.42.2 (9/10-15/5)

80.6443.00.2

11.0135.42.2 (15/15)

[10Nm-7.4Lbft]

Δ

84.3585.00.2(x4)

[10Nm-7.4Lbft]

80.1185.00.2

83.8012.00.2(x4)

Δ80.2093.00.2 

[10Nm-7.4Lbft]

[44Nm-32.5Lbft]
86.3187.10.2

83.2008.00.2 (9/10-15/5)

11.0128.07.2

24.3201.97.3

MATERIALE - METERIAL BUNA-N / VA DE-DT4 12VDC
STD. - OPT. STD. STD.

CODICE - CODE 11.9887.97.3 11.9888.97.3 11.9889.97.311.9900.97.311.9901.97.3
COMPONENTI
COMPONENTS

KIT VALVOLE -VALVES KIT KIT POMPA - PUMP KITKIT MEMBRANE - DIAPHRAGMS KIT

OLIO - OIL

PRESSIONE DI LAVORO 
OPERATING PRESSURE

2 ÷ 5 5÷10 10 ÷ 20 20 ÷ 50

ACCUMULATORE 2 2 ÷ 5 5 ÷ 7 6 ÷ 8

INFORMAZIONI UTILI - USEFUL INFORMATION 
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL 

OPTIONAL
SAFETY VALVE


